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NOTES

1. CONSTRUCT SIDEWALK IN ACCORDANCE WITH FDOT STANDARD SPECIFICATION 522. USE 6" (3000 PSI) FIBER
REINFORCED CONCRETE FOR SIDEWALKS AND CURB RAMPS LOCATED WITHIN CURB RETURNS.

2. 4"TO 6" (3000 PSI CONCRETE TO BE USED IN ACCORDANCE WITH FDOT STANDARD PLANS, INDEX 522-001.

3. CONSTRUCTION OF CONCRETE SIDEWALKS PER FDOT STANDARD PLANS, INDEX 522-001.

NOTES

1. PLACEMENT OF ADA DETECTABLE WARNING SURFACES TO CONFORM WITH FDOT STANDARD PLANS INDEX 522-002.
2. COLOR "BRICK RED" SHALL BE USED IN DESIGNATED HISTORIC AREAS. MATERIAL MUST MEET CRITERIA OUTLINED IN
FDOT STANDARD SPECIFICATIONS, SECTION 527.
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NOTES

WHERE NO CURE AND GUTTER EXIST, THE SEWER SERVICE SHALL BE REFERENCED BY PLACING A NAIL & DISC AND AT THE

EDGE OF PAVEMENT. IN GRADED ROADS ONLY THE SEWER MARKER AND 4x4 SHALL BE REQUIRED
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ALL SEWER MAINS SHALL BE TELEVISED ACCURATELY LOCATING WYE LOCATIONS.
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NOTES:

1. CITY MAY REDUCE THIS DIMENSION IF CONDITIONS PERMIT AND IF REQUESTED BY THE CONTRACTOR.
2. CITY MAY ALLOW NO. 57 STONE, OR CLEAN, WASHED RECYCLED CONCRETE MEETING THE MINIMUM SIZE OF

NO. 1 STONE AS AN ALTERNATE IF REQUESTED BY THE CONTRACTOR.

CITY ENGINEER'S DFFICE
1805 NE 30TH AVE, BLDG #600
OCALA, FLORIDA 34470

CITY OF OCALA
STANDARD DETAILS
FOR CONSTRUCTION

TYPICAL CONSTRUCTION
ENTRANCE TRACKING
PAD

SECTION
GENERAL

G-22

REVISION DATE:
DEC 2020

Printed on Wednesday, November 30, 2022, 6:41 PM by Chanse Davie§\THOMAS—TDC\PROJECTS\2020\FT200034 — RTG — OCALA — COLLEGE RD\DWG\ENGINEERING\FT200034 — OCALA UTILTY DETAILS————— >LAYOUT: C—10 CITY OF OCALA DETAILS

2" X 4" WooD ‘ (

DISTANCE TO

RAILS & POSTS | l

DRIP LINE

1-L" DIA. (I I
STEEL POSTS

2 MINIMUM ——=]

WORK AREA
| N
b o :
i -
W J l \SFTCHAIN
‘l LINK FENCE o ,
4 FT HDPE £
sl s A &
i/ - A
3l AP #
B B MRS EREuuN RSN NMANNARNRNRN] SEiiciiciEiic] L
NS [~ o e i N
. at = ”
Al
N HEAVY-DUTY / NOTE:

STEEL T-POSTS

(TYPE B OR C

USE ONLY TYPE A

ALLOWED ONLY WITH
CITY PERMISSION)

WooD OR
STEEL POST

STANDARD DETAILS T-16 STANDARD DETAILS DETECTABLE T-17 STANDARD DETAILS SS-12 STANDARD DETAILS| AND INSPECTION | G5
CITY ENGINEER'S OFFICE FOR CONSTRUCT[ON S HDE WALK CITY ENGINEER'S OFFICE FOR CONSTRUCT[ON cITr ENGJNEER‘S‘ OFFICE FOR CONSTRUCT[ON RE FE RENCING cITY ENEJNEER‘S"OFHL‘E FOR CONSTRUCTION
T o B T WARNING SURFACE [“urge] =uiies o g M e SINGLE BUILDING SITE
25 FT WIDE A

SPACING OF POSTS
TO BE 6' - 10" APART

[
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